
OPTIONAL ACCESSORIES:

8 3 5 5 W 
L I G H T - D U T Y  C O M M E R C I A L  D O O R  O P E R A T O R  

F O R  R O L L I N G  D O O R S

MyQ® TECHNOLOGY ENABLES MONITORING AND CONTROL OF THE  
FACIL ITY  OPERATORS THROUGH A MOBILE APP. 

BUILT-IN WI-FI® FOR S IMPLE OPERATOR INTERNET CONNECTION.

REAL-TIME ALERTS INDICATE THE STATUS OF DOORS V IA  EMAIL  
OR PUSH NOTIF ICAT IONS. 

SMART

SMOOTH START/STOP REDUCES WEAR FOR LASTING PERFORMANCE. 

BATTERY BACKUP CAPABLE:  ENSURES ACCESS EVEN WHEN THE 
POWER’S OUT. 

SECURITY+ 2.0® SAFEGUARDS FACIL ITY  ACCESS WITH ROLL ING CODE 
TECHNOLOGY, OPENING FOR REGISTERED DEVICES ONLY.

THE PROTECTOR SYSTEM® AUTO-REVERSES THE DOOR IF  AN 
ENTRAPMENT PROTECTION DEVICE DETECTS AN OBSTRUCTION.

QUIET AND SECURE

RELIABLE
WARRANTY 2 YEARS.

BEYOND INDUSTRY STANDARDS:  L IFTMASTER ® IS  
COMMITTED TO QUALITY PRODUCTS, INNOVATIVE DESIGN  
AND COMPREHENSIVE SERVICES.

WALL MOUNT   
on Smal l  Ro l l ing  Doors 
and Gr i l les

P R O D U C T  G U I D E  L J 8 9 5 0 W
L I G H T - D U T Y  J A C K S H A F T  O P E R A T O R

POWERFUL ADD-ONS: 

L i f tMaster  o f fe rs  accessor y  so lu t ions  fo r  any  commerc ia l  app l ica t ion . 
V iew the  fu l l  p roduct  l ineup a t  L i f tMaster.com
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ROLLING DOORS 
Idea l  fo r  App l ica t ions  Us ing 
Smal le r, L ighter  Commerc ia l  
Doors  wi th  L ight-Duty  
Cycle  Requ i rements

J A C K S H A F T  ( L J 8 9 5 0 W )

L I G H T- D U T Y  A P P L I C A
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 MyQ REMOTE LED LIGHT    
Opera tes  automat ica l l y  wi th  the  

opera tor  and works  wi th  the  
MyQ App.

 BATTERY BACKUP CAPABLE  
Powers  up the  opera tor  when  

the  power ’s  out . 

CHAIN GUARD WITH  
MOUNTING CLIP  

Requi red  fo r  app l ica t ions  where  the  
LJ8950W is  mounted less  than 8  f t .  

f rom the  f loor.

DEAD SHAFT SPROCKET KIT  
For  door  app l ica t ions  wi thout  a  l i ve  

shaf t , such as  se l f -s torage, requ i r ing  
heav ier  #41 cha in  in  p lace  o f  

s tandard  #48 cha in .

MOUNTING BRACKET  
Opt iona l  bracket  prov ides  add i t iona l 
mount ing  f lex ib i l i t y  e i ther  outs ide  or  

ins ide  the  door  open ing.

LIGHT CURTAIN  
Prov ides  36 inches  o f  increased zone  

coverage for  add i t iona l  p ro tec t ion ;  
indoor  use ;  requ i res  separa te  power  

source  (100MAPS) ;  max. range: 33 f t . 

 WIRELESS KEYPADS  
NEMA 4X (wa ter  pro tec t ion  

requ i rements )  sea led  e lec t ron ics 
fo r  re l iab le  outdoor  use .

UL ® 325 REQUIRES ALL COMMERCIAL DOOR OPERATORS TO BE E ITHER CONSTANT PRESSURE 
TO CLOSE OR BE EQUIPPED WITH A PRIMARY EXTERNAL MONITORED ENTRAPMENT DEVICE.

1-BUTTON REMOTE CONTROL 
Idea l  fo r  commerc ia l  app l ica t ions 

requ i r ing  a  la rge  number  o f 
remotes  fo r  a  common ent rance.



S T A N D A R D  S P E C S .

M A S T E R F U L  E N G I N E E R I N G .
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POWER

MOTOR

COMMERCIAL-GRADE DESIGN

L J 8 9 5 0 W
L IGHT-DUTY  

JACKSHAFT OPERATOR

L I G H T - D U T Y  A P P L I C A T I O N S .
The LJ8950W is  fo r  app l ica t ions  us ing  smal le r, l igh ter  
ro l l ing  commerc ia l  doors  requ i r ing  25 cycles  or  fewer  per  day.  
Th is  opera tor  i s  idea l  fo r : 

 - Dock doors 

 - Smal l  warehouses

 - Sel f-storage

 - Counter  shutters 

 - Heavy-Duty  12V DC 

 - Automat ic  Thermal  Pro tec t ion

 - Permanent  Lubr ica t ion

 - Duty  Cycle :  Maximum 10 Cycles  per  Hour ;  Fewer  than 

25 Cycles  per  Day

 - 120V AC

 - 60 Hz  Vo l tage

 - 1 .5A Current  Ra t ing

 - UL ® L is ted

 - 6 '  Power  Cord  (3-Prong)

 - Steel  Chassis  and Rig id  P last ic  Cover 

 - Internal  Chain and Sprocket  Dr ive  Mechanism   

(63 :1  Gear  Reduct ion )

 - Auto-Force  Ad jus tment  fo r  Chang ing Wea ther  and  
Env i ronmenta l  Cond i t ions  

 - Electronic  L imits  fo r  Easy  Setup

 - DC Wi-F i ® Logic  Board  w i th  Bu i l t - In  Surge Suppressor  

( fo r  Rep lacement  Log ic  Boards , Order  Par t  050DCJCWFRD)

 - Live and Dead Shaft  Door  Sprockets  A re  Both  Included  

fo r  #48 Cha in

Per 
second
for  door  
to  move  
upward

SPEED

7.6"

8.5"

Per 
second
for  door 
to  move 

downward

CARTONS (1)
CARTON 1:  27.88" x  11.61"  x  97.9"

 - Commerc ia l  Door  Opera tor  (LJ8950W)
 - #48 Cha in  and Sprockets  
(L ive  and Dead Shaf t )
 - Push-But ton  Cont ro l  S ta t ion  (APBS1)
 - The Pro tec tor  Sys tem ® Safe ty  
Revers ing  Sensors 

S H I P P I N G .
SHIPPING WEIGHT 
( in  lbs . )

CARTON

38

Opt ional  1-But ton Remote Contro l  (811LM) 
 - Commerc ia l  Door  Opera tor : Frequency  Ag i le  on 
310, 315 and 390 MHz

  RADIO CONTROLS

SECURITY+ 2.0®

Operat ing Range: ~200'

MAXIMUM DOOR AREA (SQ. FT. )

OR

MAX. HEIGHT MAX. WIDTH MAX. SQ. FT.

ROLLING 14 FT. 18 FT. 180 FT. TOTAL

HEADROOM CLEARANCE REQUIRED: 3  IN . FROM CENTER OF TORSION BAR 

MAX. DOOR WEIGHT: 850 LBS.


